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Overview

Advantages

Powder grinding mill is named for its three ring, it is a 

fine and superfine powder processing equipment, 

mainly suitable for the super fine powder processing 

of non-explosive brittle materials with medium and 

low hardness, and Mohs hardness below 6 degree, 

such as calcite, chalk and other 100 kinds of materials, 

finished product granularity of fine powder can be 

adjusted between 325-2500 mesh (47-5 microns), 

the yield is up to 325 -2500 kg per hour.

Micro Powder mill has the features of compact structure, 

adjustable product fineness, convenient maintenance, 

low energy consumption of unit product and low 

investment. The crushing and classification of the 

materials are completed in a closed system and the 

dusty gas is processed by the dust collector, so that 

it is the green and ideal equipment for environment 

protection.



Characteristics

Working principle

Processing ability: 0.2-21 t/h

Feeding size: ≤15-≤25mm

Product Fineness:400-3000Mesh

Range of application:Coarse whiting, barite, kaolin, 

rare earth ore, iron ore, etc

Powder material are scattered around the circle 

periphery under centrifugal force and falls into the 

grinding ring raceway and shocked, rolled, grinded by 

the ring roller. It turns into powder through three 

processes. The high pressure draught fan sucks the 

outer air into the engine, and bring the crushed 

materials into powder concentrator. The rotating 

impeller makes the rough material re grinded, the 

standard fine powder come into whirlwind set powder 

and discharged by the lower discharge valve to 

become the finished products, while the air flow with 

small amount of fine dust are discharged through the 

fan and muffler after cleaning by pulse dust collector.
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High efficiency and energy saving

Long working life of quick-wear part

High security and reliability

High product fineness

Why Choose Us?



Technical data

Model/Number
Output(kg/h)

FTMM-1021 FTMM-800

Output(kg/h)

400

1800

800

2500

1250

3000

1500

600-7000

1500-1800

3000-3500

1200-1300

2000-2500

900-1100

1800-2000

22

90

4000-5000

800-10000

1800-2100

600-800

1200-1500

500-700

1000-1200

27

136

60

175

95

200

Remarks

1.The above parameters of the crushed material is composed of calcite,feed 
size ≤10mm.

2.Because of different material in different,so the above data are for 
reference only.
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Powder Grinding Mill
This micro powder mill is suitable for the super fine crushing of all kinds of crisp materials whose Moh’s 

hardness is below 5 such as calcium carbonate, barite, wollastonite, kaolin, rare earth ore, hematite, talc,

feldspar and furnace slag.



E-mail: sales@sbecrusher.com

Telephone: +86-371-55912969

Address: Wulong Industrial Park, 
Zhengzhou City, Henan Province, 
China

China Largest Mining 

Machinery Manufacturer
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